
Using the power of rising water 
against itself, FloodBreak 
automatically assembles to 
protect structures from flood 
damage. Passive flood mitigation 
is recommended by FEMA as 
other methods require power 
systems that fail during floods, 
or human intervention that puts 
people and systems at risk of 
error. With excellent resistance 
to weathering, chemicals, salts, 
ozone and UV exposure, the 
barrier also fronts a product life 
of many decades.

The FloodBreak barrier sits 
beneath the ground at vulnerable 
entrances and is ready to deploy 
24/7, giving communities and 
property owners peace of mind, 
not having to worry about 
unexpected flash floods, storm 
surges and other flood events. 
The defence allows the access 
way to be kept open for use until 

the flood water arrives, instead of 
unnecessarily closing off roads 
and pedestrian access ways ‘in 
case’ of a flood event. FloodBreak 
has been successfully deployed 
during weekends and in the 
middle of the night, returning to 
its hidden position without being 
seen.

The defence can be covered 
with an architectural treatment 
to make the system virtually 
invisible and enable it to match 
its surroundings. Providing 
permanent flood protection that 
is almost entirely hidden, the 
barrier fronts low maintenance 
protection and zero operational 
cost. Extensive levels of user 
safety make it a highly effective 
solution in multiple locations. 

FloodBreak is a revolutionary passive and automatic 
flood barrier that provides permanent, invisible flood 
protection without human intervention or power. 
Protecting almost every type of flood path, the barrier 
can defend pedestrian and vehicular entrances, ramps 
and road crossings.
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Length of unit or section: 
From 100mm to unlimited.*

Height:
From 760mm to unlimited.*

*Sections can be assembled together on-site during 
construction to provide a single fitting barrier that does 
not require stanchions. 

Maximum number of coupled units:
Unlimited (single barrier or continuous lengths).

Excavation:
Regardless of barrier height, FloodBreak only requires a 
305mm excavation. This significantly reduces installation 
costs as excavations are usually above any utility services 
within a building. The barrier anchors into slab or structural 
footing.

FLOOD TESTING

Aquobex has verified successful usage as follows:

• 100% proven performance 
 Success across 300+ installations, many surviving  
 multiple flood events.

• 100 barriers installed at EDF nuclear power stations in  

     France tested during installation process.
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VARIANTS

ACCREDITATION

Independent testing at BRE, 
Watford September 2013

 
Full report held by Aquobex

Seismic testing at Bristol 
University 2013

FM Global 2500 testing 
pending

An Aquobex 
Q MARKTM 
Accredited,  
flood-ready 
product

Visit www.aquobex.com/qmark for more information

TM

Vehicle: automatically anchored from the ground 
Pedestrian: automatically anchored from the 
ground 
Roadway: automatically anchored from the ground 
Vent Shaft: closes vertical and horizontal vent 
shafts automatically


