
Built with an arched dam design, 
the barrier’s protective seal 
becomes stronger the more 
pressure is applied from rising 
floodwater levels. Featuring a 
U-shaped back-frame, the barrier 
is easily mounted upon being 
notified of flood warning, simply 
clipping onto a door or window 
opening. Aquobex provide similar 
units available for airbricks, cat 
flaps and vents for single, double 
and treble airbricks and circular 
vents, in addition to custom-
made, bespoke sizes.

Made from plastic or GRP (for 
larger models), Floodguard is 
lightweight giving ease of access 
to any user. The barrier is available 
in standard heights of 600mm or 
900mm, and widths from 930mm 
to 2765mm. Custom sizes are 
also available. Back-frames are 
available in exact colour matches 
to the property for extra discretion, 
as well as our standard colours of 
red brick, grey, white and brown.

Floodguard® is the first protective door barrier to enter 
the market and achieve Kitemark accreditation in the 
year 2000, having since been installed across the UK 
in over 3,000 properties. The demountable barrier 
provides the same protection as a permanent barrier, 
but has the distinct advantage of being fully removable 
when not required.
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Length of unit or section: 
Maximum 200m
Minimum 2m

Height:
900mm 
600mm

Width: 
2765mm 
930mm

Custom sizes are also available.

Storage area per unit:

The unit can be easily stored when not in use.

Depth of structure (installed elements):

FLOOD TESTING

Aquobex has verified successful usage as follows:

•  Elgin, Scotland 2009  
1.5m high x 6m long barrier tested to 0.75m

•  Eyemouth, Scotland 2010  
0.5m

DIMENSIONS

TECHNICAL

Building 69,
Building Research Establishment,
Bucknalls Lane, Garston,
Watford, Hertfordshire, WD25 9XX

+44 (0) 1923 518582
enquiries@aquobex.com
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VARIANTS

Barrier: lightweight plastic GRP
Air brick cover: protects vents

Backframes available in exact colour match or in 
standard colours of red brick, grey, white or brown.

ACCREDITATION

Independent testing at HR 
Wallingford UK, 2001-2

Full report held by Aquobex

BSI Kitemark  
PAS1188:2-2003, 
transferred to  
PAS1188:4-2009

Full report held by Aquobex

An Aquobex 
Q MARKTM 
Accredited,  
flood-ready 
product

Visit www.aquobex.com/qmark for more information
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