
Flusher/NRV Flusher 
These are available in a wide 
range to suit the sewers of homes 
and commercial properties or 
main water company sewers. 
The combined flusher with non-
return valve (NRV) fronts a new, 
innovative design that maintains 
and cleanses drainage systems 
automatically. The non-return 
valve self-cleans and removes 
blockages usually associated with 
regular NRVs.

An environmentally friendly 
solution to long-term sewer 
maintenance, the system has 
considerable energy to clean 
itself even in storm conditions. 
The removal of the top plate 
provides an overflow pipe and 
the unit does not require an 
inspection chamber. It can also be 
used as a rodent deterrent.

Flusher Flood Attenuation 
Installing flushers in attenuated 
steps provides protection from 
storm surges and maintains 

existing sewer and highway 
drainage networks. Creating a 
series of temporary dams, water 
can be retained and controlled. 
This allows for the utilisation 
of unused upstream storage 
capacity, preventing flooding 
during severe rainfall and 
fronting a fast deployment time.

Flusher Grease Buster 
This simple system uses repeated 
hydraulic flushing to cleanse 
sewer and drainage catchments. 
A counterbalanced tipping gate 
is triggered through the weight 
of effluent behind the gate. 
Providing a cleansing effect 
over 1km or more, a bio-film of 
enzymes and bacteria controls 
and maintains the cleanliness of 
the drainage system. Removing 
fats, oils and greases, the system 
creates a reservoir for controlled 
dosing, using the energy of the 
effluent to continue to maintain 
itself. 

Aquobex provides varying flusher systems for 
properties and sewer drain cleansing. Each method 
combats the damaging effects of FOG build up (fats, 
oils and greases) in drainage systems.
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Flusher sizes:
Standalone units are available in the following sizes.

100mm (4”)
150mm (6”)
225mm (9”)
300mm (12”)
375mm (15”)

Larger versions available on application.

Material:

Plastic

 Stainless steel

Flusher/NRV Flusher 

Automatically maintains and cleanses drainage and sewer 

systems, prevents build up of FOG with the option of a 

non-return valve to prevent blockages.  

 

Flusher Flood Attenuation 

Flushers are installed in a series of temporary, attenuated 

dams that offer protection from storm surges. 

 

Flusher Grease Buster

Sewer lines are automatically cleaned through the use of 

a bio-film of enzymes and bacteria which eliminate grease 

and remove blockages.

FLOOD TESTING 

 
Aquobex has verified successful usage as follows:

•  Thames Water and Severn Trent Water 
Undergoing field trial assessment
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INSTAllATION 
 
•   Push-fit into existing manholes

•   Sub-surface pipe installation

ACCREDITATION

Soon to be installed at 
Flood Resilience Innovation 
Park, in association with 
Baca Architects

Independent testing 
at Building Research 
Establishment (BRE)  
test centre

Q MARKTM 
Accreditation 
pending for 
flood-ready 
product

Visit www.aquobex.com/qmark for more information
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